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FIG. 5 



CONFIGURE CE1 AND CE2 WITH ACTIVE VTs 
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DIVIDE OC-N SIGNAL INTO STS-Mc FRAMES 
AND IDENTIFY STS-1 TO BE VT-COMPRESSED 



INSERT ACTIVE VT DATA INTO CE PACKETS 
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PAD/APPEND PACKETS TO MINIMUM LEGAL SIZE ~- 126 



ADD CE HEADER AND LABELS ~-128 



SEND PACKETS 
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FIG. 6 



TUNNEL LABEL OR TRANSPORT ENCAPSULATION (OPTIONAL) 



VC LABEL 



CEM HEADER 



SONET/SDH SPE FRAGMENT WITH POPULATED VTs ONLY 
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FIG. 7 



CE2 RECEIVES PACKET 
AND EXTRACTS ACTIVE VTs 
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GENERATE STS-1 OUTPUT TIMING 
BASED ON PRS TIMING OR INCOMING 
POINTER CHANGE NOTIFICATIONS 
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ADJUST VT TIMING ACCORDING TO 
POINTER ADJUSTMENTS IF REQUIRED 



FILL SPE WITH ACTIVE VT DATA AND 
DEFAULT DATA FOR EMPTY VTs 
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ADD SPE TO THE SONET 
SIGNAL TO BE TRANSMITTED 
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